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	Notification form for permitted work with legacy engineered stone 



Who should use this form
This form must be used by a person conducting a business or undertaking (PCBU) who intends to carry out, or allows or directs a worker to carry out, any work involving the processing of legacy engineered stone in Western Australia. 
This form must be completed and sent to the WorkSafe Commissioner before any work is commenced. 
Legacy engineered stone includes any engineered stone benchtop, panel or slab installed prior to the 1 July 2024 prohibition date. It also includes engineered stone stocks not yet installed prior to the prohibition date.
Processing of legacy engineered stone means using a power tool or other mechanical plant to crush, cut, grind, trim, sand, abrasive polish or drill the stone.
You can view information about the requirements and duties of PCBU when working with legacy engineered stone under the Work Health and Safety Regulations 2022 within the publication, Engineered stone prohibition: Guidance for PCBUs.
If work with legacy engineered stone will be carried out in multiple states or territories, you must submit a notification to each WHS regulator in relation to the work to be carried out in that jurisdiction. 
When to complete the form
The PCBU must submit a notification form:
· before any work involving the processing of legacy engineered stone starts
· every 12 months from the date of the last notification, if continuing to work with legacy engineered stone
· when there is a change to the information provided in the previous notification.
If the PCBU unknowingly carries out processing work with legacy engineered stone, they must notify the WorkSafe Commissioner as soon as the PCBU becomes aware of the work.
Instructions for completing this form
1. Read and understand your obligations as a PCBU in relation to work with legacy engineered stone, including the Work Health and Safety (General) Regulations 2022 and Engineered stone prohibition: Guidance for PCBUs.
2. Complete section 1 if notifying the WorkSafe Commissioner for the first time.
3. Complete section 2 if re-notifying the WorkSafe Commissioner.
4. Complete and sign the declaration in section 3, then email the form to esforms@lgirs.wa.gov.au.
You will receive an automated response to acknowledge receipt of your submission.



	Section 1 – Complete this section to make an initial notification

	If you have already made an initial notification and wish to re-notify the WorkSafe Commissioner, move to Section 2

	DETAILS OF THE PERSON CONDUCTING A BUSINESS OR UNDERTAKING (PCBU)

	Name:      

	ABN:      
	Tel:      

	Contact Name:      
	Email:      

	[bookmark: Text13]Head office address:      

	INTENDED WORK WITH LEGACY ENGINEERED STONE

	Please answer either a or b:
a. Estimated date the PCBU will start work with legacy engineered stone: ___/___/___
b. Date the PCBU became aware the work was permitted work with legacy engineered stone: ___/___/___

	When responding to the below questions, provide your best estimate or approximation for work to be conducted over a 12-month period, and describe any anticipated fluctuations during the 12-month period.

	Type of work PCBU intends to undertake with legacy engineered stone (tick all relevant boxes)
☐ Removal	☐ Repair	☐ Minor modification	☐ Disposal

	Will this type of work involve processing using power tools or mechanical plant to crush, cut, grind, trim, sand, abrasive polish or drill the legacy engineered stone?
☐ Yes	☐ No*
*You only need to notify if you have responded ‘yes’ to the above question.

	Is the processing of legacy engineered stone high risk*? 
☐ Yes	☐ No*
*Under the WHS (General) Regulations 2022, an assessment is required to determine if your processing of a CSS is high risk. If the processing is determined as high risk, you must comply with additional duties applying to the processing of a CSS that is high risk. Please refer to Working with crystalline silica substances guidance for more information.

	Further description of the type of work, processing and equipment involved:      

	LIKELY FREQUENCY OF WORK WITH LEGACY ENGINEERED STONE

	Over a 12-month period, what is your best estimate of the number of engineered stone slabs, panels, and benchtops your business will remove, repair, modify or dispose?
	     

	Over a 12-month period, what is your best estimate of the number of workers who will carry out work with legacy engineered stone?
	     

	Over a 12-month period, what is your best estimate of the frequency a worker will be processing legacy engineered stone? (Tick all relevant boxes)
☐ Daily	☐ Weekly	☐ Monthly	☐ Every six months
☐ Yearly	☐ Other (specify):
	



	Provide further description of the frequency of work. (If you know your frequency is higher in some periods of the year compared to others, please do your best to describe it):      




	What is the likely duration a worker will be processing legacy engineered stone? (Tick all relevant boxes)
☐ 4-8 hours a day	☐ 2-4 hours a day
☐ 30 minutes-2 hours a day	☐ Less than 30 minutes a day
☐ Other (specify):	


	SECTION 2 – COMPLETE THIS SECTION IF RE-NOTIFYING THE WORKSAFE COMMISSIONER

	What is the reason for notifying?
☐ 12-month anniversary of previous notification
☐ Change in information from previous notification

	Date of previous notification:      
	Previous notification attached: ☐ Yes

	Date this notification was prepared:       
	Date you became aware of the change in work with legacy engineered stone:      

	DETAILS OF THE PERSON CONDUCTING A BUSINESS OR UNDERTAKING (PCBU)

	Name:      

	ABN:      
	Tel:      

	Contact Name:      
	Email:      

	Head office address:      

	When responding to the below questions, describe the change since the previous notification, and provide your best estimate or approximation for work to be conducted over a 12-month period from the date of this notification.

	CHANGES TO THE TYPE OF WORK CONDUCTED

	Has there been a change in the type of work since the previous notification?
☐ Yes*	☐ No
*If ‘yes’, please answer the following questions

	Tick all type of work currently expected to be conducted:
☐ Removal	☐ Repair	☐ Minor modification	☐ Disposal

	Will this type of work involve processing using power tools or mechanical plant to crush, cut, grind, trim, sand, abrasive polish or drill the legacy engineered stone?
☐ Yes	☐ No*
*You only need to notify if you have responded ‘yes’ to the above question.

	Is the processing of legacy engineered stone high risk*? 
☐ Yes 	☐ No
*Under the WHS (General) Regulations 2022, an assessment is required to determine if your processing of a CSS is high risk. If the processing is determined as high risk, you must comply with additional duties applying to the processing of a CSS that is high risk. Please refer to Working with crystalline silica substances guidance for more information.

	Describe the change to the type of work, processing and equipment conducted since the previous notification:
      

	[bookmark: _Hlk170483758]CHANGES TO THE FREQUENCY OF WORK CONDUCTED

	Has there been a change in the frequency of work since the previous notification?
☐ Yes*	☐ No
*If ‘yes’, please answer the following questions

	Over a 12-month period, what is your best estimate of the number of engineered stone slabs, panels, and benchtops your business will remove, repair, modify or dispose?
	     

	Over a 12-month period, what is your best estimate of the number of workers who will carry out work with legacy engineered stone?
	     

	Over a 12-month period, what is your best estimate of the frequency a worker will be processing legacy engineered stone? (Tick all relevant boxes)
☐ Daily	☐ Weekly	☐ Monthly	☐ Every six months
☐ Yearly	☐ Other (specify):

	Describe the change to the frequency of work since the previous notification:      

	CHANGES TO THE DURATION OF WORK CONDUCTED

	Has there been a change in the duration of work since the previous notification?
☐ Yes*	☐ No
*If ‘yes’, please answer the following questions

	What is the duration a worker will be working with legacy engineered stone?
☐ 4-8 hours a day	☐ 2-4 hours a day
☐ 30 minutes-2 hours a day	☐ Less than 30 minutes a day
☐ Other (specify):

	Describe the change in duration of work since the previous notification:      




	SECTION 3 - DECLARATION

	I hereby declare that:
· I have authority to complete and submit this application on behalf of the PCBU.
· The information in this form is true and correct to the best of my knowledge.
· The PCBU understands that, when carrying out, or directing or allowing a worker to carry out, work with legacy engineered stone, the PCBU has duties under work health and safety laws, including those described in the Engineered stone prohibition: Guidance for PCBUs.

	Name:      
	Position title:      
	Date:      /     /     

	Signature:      

	[bookmark: _Hlk226619617]Please submit this completed form to esforms@lgirs.wa.gov.au

	WorkSafe has powers to investigate and enforce WHS laws. The WorkSafe Commissioner may rely on those powers to obtain further information and an inspector may attend your workplace(s) to assess compliance with the relevant legislation related to permitted work.
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